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Chain Hoist Rema RIH Stainless steel

Product information

The Rema® RIH hand hoist is a robust manual chain hoist made entirely of
stainless steel, which is suitable for use in the food industry or other environments
wherethere is high humidity and there is sensitivity to corrosion.

Properties

e Suitable for highly corrosive environments or dust-free rooms - clean room
environment

e Maximum protection against corrosion

e | oad and hand chain AISI 316

Cover caps AlSI 304

Stainless steel components

¢ Hooks and load chain wheel, plates: AlSI 304
¢ Electrolytically polished surface.

Standard delivery

e 3 meters lifting height (max. between top and bottom hook).
e 2.5 meters operating height.

Options

¢ Available in any other lifing and operational heights.

e Stainless steel trolley. Read
... xeaa more

Material: Stainless steel AlSI-316 and AISI-304
Marking: According to standard, CE-marked
Standard: EN 13157, EN 818-7
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https://www.certex.de/en/webshop-catalogue/lifting-devices/chain-hoists/chain-hoist-rema-rih-stainless-steel-p319608
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Chain Hoist Rema RIH Stainless steel

Technical data

Part code GTIN No. WLL Lifting Number of Model Load Hand Construction Hand force A B C D H Weight
ton height falls chain chain height max. mm mm mm mm mm kg
m mm mm mm kg
500101100013 8717365177583 0.5 3 1 RIH_g('\)AO KG 6.3x19 5.0x23.3 355 22 150 140 27 @35 355 135
500101100014 8717365177613 0.5 4 1 RIH_i:\)AO KG 6.3x19 5.0x23.3 355 22 150 140 27 @35 355 14.65
500101100015 8717365177620 0.5 5 1 RIH‘:('\)AO KG 6.3x19 5.0x23.3 355 22 150 140 27 @35 355 16.65
500101100016 8717365177637 0.5 6 1 RIH-;(\)AO KG 6.3x19 5.0x23.3 355 22 150 140 27 @35 355 18.65
500101100017 8717365177644 0.5 7 1 RIH‘?:\)AO KG 6.3x19 5.0x23.3 355 22 150 140 27 @35 355 20.65
500101100018 8717365177651 0.5 8 1 RIH-S:\)AO KG 6.3x19 5.0x23.3 355 22 150 140 27 @35 355 22.65
500101100019 8717365177668 0.5 9 1 RIH-S('\)AO KG 6.3x19 5.0x23.3 355 22 150 140 27 @35 355 24.65
5001011000110 8717365177675 0.5 10 1 RIH;%O,\(A) KG 6.3x19 5.0x23.3 355 22 150 140 27 @35 355 26.65
500101100033 8717365177590 1 3 1 RIH_130'\(/)|0 KG 7.9x23 5.0x23.3 425 25.5 193 1624 32 @43 425 22
500101100034 8717365177699 1 4 1 RIH_14O'\(/)|O KG 7.9x23 5.0x23.3 425 25.5 193 1624 32 @43 425 228
500101100035 8717365177705 1 5 1 RIH_150’\(/)|0 KG 7.9x23 5.0x23.3 425 25.5 193 1624 32 @43 425 253
500101100036 8717365177712 1 6 1 RIH_160'\(/)|0 KG 7.9x23 5.0x23.3 425 25.5 193 1624 32 @43 425 278
500101100037 8717365177729 1 7 1 RIH_170’3|0 KG 7.9x23 5.0x23.3 425 25.5 193 1624 32 @43 425 30.3
500101100038 8717365177736 1 8 1 RIH_180'\(/)|0 KG 7.9x23 5.0x23.3 425 25.5 193 1624 32 @43 425 328
500101100039 8717365177743 1 9 1 RIH_190’\(/|)O KG 79x23 5.0x233 425 255 193 1624 32 @43 425 353
5001011000310 8717365177750 1 10 1 RIH_18:AO KG 79x23 5.0x23.3 425 255 193 1624 32 @43 425 37.8
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